
Development of a low-level, algebra-based library to
provide platform portability on hybrid supercomputers

Xavier Álvarez Farré1, Àdel Alsalti-Baldellou1,2, Guillem Colomer1, Andrey Gorobets3,
F. Xavier Trias1 and Assensi Oliva1

In the 8th European Congress on Computational Methods in Applied Sciences and Engineering, 
ECCOMAS Congress 2022, June 5th–9th, 2022, Oslo, Norway

1 Heat and Mass Transfer Technological Center, Technical University of Catalonia,
(BarcelonaTech)

2 TermoFluids S.L.
3 Who cares? e-mail: andrey.gorobets@gmail.com



BACKGROUND
Motivation and objectives
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The Heat and Mass Transfer Technological Center
is a research group of the Technical University of Catalonia highly concerned about the
environmental sustainability. Specifically, researchers at the CTTC have been enrolled in both
fundamental and applied research, studying several phenomena: natural and forced convection,
multi-phase flow, aerodynamics, among many others.
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Motivation
Ideally, scientists focus on their particular field or expertise. Particularly, CFD
researchers aim to dedicate most of their time to study numerical methods and
algorithms and to analyze the results obtained from simulations.

50%
Studying and developing 

numerical methods, analyzing 
results, reading scientific 

papers, contributing to the 
community.

25%
Burrocracy. Justifying projects 
and funding, writing internal 

reports. Re:generating
information and documentation. 

Multiplicity.

25%
Code development and 

debugging. Adapting their 
framework to new clusters. 
Struggling with SLURM, 

NUMA, nodes, cores.
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Since the beginning,
researchers of CTTC have developed and adapted CFD codes for the state-of-the art computer
resources.

Currently,
a fully-portable, algebra-based framework for heterogeneous computing is being developed.
Namely, the traditional stencil data structures and sweeps are replaced by algebraic data
structures and kernels, and the discrete operators and mesh functions are then stored as sparse
matrices and vectors, respectively.
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Tailoring Navier—Stokes equations into an algebraic framework

Continuous, dimensionless Navier—Stokes equations read:

∇ 7 𝒖 = 0, 𝜕!𝒖 + 𝒖 7 ∇ 𝒖 −
1
Re
∆𝒖 + ∇𝒑.

Finite-volume, algebra-based discretization on arbitrary collocated mesh1:

𝑀𝒖" = 𝟎#, Ω#$%𝜕!𝒖# + 𝐶#$% 𝒖" 𝒖# + 𝐷#$%𝒖# − Ω#$%𝐺#𝒑# = 𝟎#,

where

cells ∈ ℝ&, faces ∈ ℝ'

𝒑# ∈ ℝ&, 𝒖# ∈ ℝ$& = 𝒖(, 𝒖), 𝒖$ *, 𝒖" ∈ ℝ'

𝐺# ∈ ℝ$&×,, 𝑀 ∈ ℝ&×'

Ω#$% ∈ ℝ$&×$& = Ι$⊗Ω#, 𝐶#$% 𝑢" ∈ ℝ$&×$& = Ι$⊗𝐶# 𝑢" , 𝐷#$% ∈ ℝ$&×$& = Ι$⊗𝐷#

1Trias et al., Symmetry-preserving discretization of Navier-Stokes equations on collocated unstructured grids, 
J.Comp.Phys., 258, 246-267, 2014. 5



Tailoring Navier—Stokes equations into an algebraic framework

Continuous, dimensionless Navier—Stokes equations read:

∇ 7 𝒖 = 0, 𝜕!𝒖 + 𝒖 7 ∇ 𝒖 −
1
Re
∆𝒖 + ∇𝒑.

Finite-volume, algebra-based discretization on arbitrary collocated mesh1:

𝑀𝒖" = 𝟎#, Ω#$%𝜕!𝒖# + 𝐶#$% 𝒖" 𝒖# + 𝐷#$%𝒖# − Ω#$%𝐺#𝒑# = 𝟎#,

Three-kernels implementation:

𝒚 ← 𝐴𝒙 + 𝒚, 𝒚 ← 𝒚 ∘ 𝑓 𝒙 , 𝑟 ← 𝑟 ∘ 𝑓(𝒙)

1Trias et al., Symmetry-preserving discretization of Navier-Stokes equations on collocated unstructured grids, 
J.Comp.Phys., 258, 246-267, 2014. 

SpMV axpy    dot
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Stencil-based method
Given a mesh,
specific stencil loops or kernels are designed to
compute quantities such as Gradient or
Divergence.

Unique data-sets
are required to implement different numerical
methods using different stencil kernels.

Complex kernels
minimize intermediate calculations and data
usage, and maximize the arithmetic intensity.

Algebra-based method
Given a mesh,
specific sparse matrices are built to represent
discrete operators such as Gradient or
Divergence.

Different data-sets
are required to implement different numerical
methods using the same algebraic kernels.

Simple kernels
are reusable and exist in many optimized
libraries. Thus, an algebra-based framework is
naturally portable.
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IMPLEMENTATION
Hierarchical parallel implementation of an algebra-based playground
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Objective
To let CFD researchers do CFD.

For instance, they want to solve this:

𝒒 = −𝜆∇𝑇,

In any (super) computer system written like this:

q = – k * G * T;

1) User-written application or algorithm is system-agnostic.

2) Computational engine (i.e., kernels) is application-agnostic

3) Minimal set of basic linear algebra subroutines (BLAS)-like kernels.

4) Platform portability becomes natural.

5) Easy to profile.

SpMV
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Modern high-performance computing systems

10

multiple nodes interconnected via
high-bandwidth network

we use MPI at this level

multiple accelerators per node
we use OpenCL/CUDA at this level

multiple multi-
core CPU per node
we use OpenMP at 

this level



The HPC2 framework
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Multilevel workload distribution
Multilevel workload distribution consists of dividing the computational domain (mesh) into
subsets recursively to distribute it among the hardware of a computing system.

· First-level among computing nodes, i.e., MPI processes.
· Second-level among computing units, i.e., host and accelerators.
· Third-level among threads in NUMA shared-memory spaces
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Sparse matrices and vectors
represent discrete operators and mesh
functions in our algebra-based framework,
respectively. Thus, sparse matrix rows and
vector elements are distributed among
subdomains, and classified into three
subsets:

Inner
subset is composed of local elements which
are coupled with local elements only.

Interface
subset is composed of local elements which
are coupled with an element from other
subdomain.

Halo
subset is composed of elements from other
subdomains which are coupled with local
elements.

blocks represent the second-level
partition of sparse matrix and vector 
instances assigned to each device.



max(𝑡!"#, 𝑡$%%)

𝑡!"# = 𝑋
2
𝛽&
+
3 + 𝜒
𝛽'

+
1
𝛽(

𝑡$%% = max 𝛽)𝑄, 𝜋𝑊
ROOFLINE
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PERFORMANCE STUDY
Execution of algebraic kernels on various modern supercomputers
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Testing setup

MareNostrum 4 TSUBAME3.0Lomonosov-2

rank #42
3456 nodes with:

2× Intel Xeon 8160
1× Intel Omni-Path

rank #31
540 nodes with:

2× Intel Xeon E5-2680 v4
4× NVIDIA Tesla P100
4× Intel Omni-Path

rank #156
1696 nodes with:

2× Intel Xeon E5-2697 v3
1× NVIDIA Tesla K40M
1× InfiniBand FDR

Other systems: JFF third- and fourth-generation, MareNostrum 3, MinoTauro, K60, Titan, Mira, 
Cori, Marconi100...
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Testing setup

· Sparse matrices and vector spaces arise from the symmetry-preserving discretization1 of the
Laplacian operator on unstructured hex-dominant meshes.

· Sparse matrix storage format used is ELLPACK2.

· Problem size is large enough to avoid cache reuse or low occupancy effects in single-node tests.

· Tests are executed 1,000 times and measurements are averaged.

1 F. Xavier Trias et al. “Symmetry-preserving discretization of Navier–Stokes equations on collocated 
unstructured grids”, JCP 258 (2014), 246–267.
2 G. Oyarzun et al. “Portable implementation model for CFD simulations. Application to hybrid CPU/GPU 
supercomputers“, IJCFD 31 (2017), 396–411.
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MareNostrum 4 (single node)
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MareNostrum 4 (strong scaling)
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MareNostrum 4 (weak scaling)

1
7
 m

il
li

o
n
 c

el
ls

Nodes (48 cores) Nodes (48 cores) Nodes (48 cores)

G
fl

o
p
/s

 0

10

5

15

20

25

30

35

40

81 27 64 125 20081 27 64 125 200 81 27 64 125 200

axpy dotSpMV

MPIHybrid (overlap) Hybrid (synchro)



21

DNS of a Differentially Heated Cavity at Rayleigh 
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1Xavier Álvarez-Farré et al. “HPC2—A  fully-portable, algebra-based framework for heterogeneous computing. 
Application to CFD”, C&F 173 (2018), 285—292.
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DNS of a Differentially Heated Cavity at Rayleigh 
axpySpMV copy othersdot

Inside Poisson Solver Outside Poisson SolverTime-step
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1Xavier Álvarez-Farré et al. “HPC2—A  fully-portable, algebra-based framework for heterogeneous computing. 
Application to CFD”, C&F 173 (2018), 285—292.
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Lomonosov 2 (single node)
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Lomonosov 2 (strong scaling)
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Lomonosov 2 (weal scaling)
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TSUBAME3.0 (single node)
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TSUBAME3.0 (strong scaling)
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TSUBAME3.0 (weak scaling)
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APPLICATIONS
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CONCLUSIONS
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Conclusions
i. An algebra-based approach has been presented as a naturally portable strategy for

implementing numerical simulation codes.

ii. A hierarchical parallel implementation of the SpMV has been detailed, and its
performance evaluated on various HPC systems.

iii. A multithreaded, NUMA-aware strategy has been described, and its efficiency on multi-
CPU architectures has been proven.

iv. HPC systems with extremely high ratios of memory bandwidth to network bandwidth are
harmful for computationaly light, memory bound kernels such as SpMV; the calculations
become too fast to hide the communications. In the case of TSUBAME3.0, this ratio was
2928: 50.

Future work
• To design a new update mechanism to accelerate the data exchanges, for instance, taking

into account NUMA factor in inter- and intra-node exchanges.
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Thank you for attending
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Lomonosov 2
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